


Interface USB 2.0 On front panel

Smartcard reader Integrated CONAX decoding system with one smartcard reader 

Teletext Software decoding of Teletext up to level 1.5

Input frequency 950...2150 Mhz

Impedance 75 Ohm

Video decoding MPEG2 (up to MP@HL) PAL, 25Hz 
 MPEG4 (up to HP@L4.1)

Video format HDTV 1080i: 1920 x 1080 25 i, 1080i on HDMI, Component out 
 HDTV 720p: 1280 x 720 50 p, on HDMI, Component out    
 HDTV 576p:  on HDMI, Component out   

Video Bitrates 0.25 – 25 Mbit/s supported           

Audio decoding MPEG-1 & MPEG-2 Layer I, II, III (MP3) 

Audio type Mono, Stereo, Joint Stereo, Dual Mono,     
 Stereo  Downmix (Dolby Decoding)

Audio bypass Supported via SPDIF and HDMI with bitstream (dolby) and PCM  
 (Mpeg) formats

HDMI: 1.3 (no optional features supported), HDCP prepared

Power Supply Standby power (clock disabled)  (< 0,25 W)   
 Standby  power (clock enabled) (< 1,25 W)   
 Typical power consumption (without LNB/ with LNB) - 15 W/25 W       
 Switched mode power supply (SMPS) 180 V – 250 V

On-screen menu (OSD)  In 14 languages: Polish, German, English, French, Spanish, Italian,  
 Turkish, Portuguese, Russian, Greek, Czech, Hungarian, Dutch,   
 Swedish

Housing  Type: metal housing       
 Dimension: 310 mm x 200 mm x 52 mm    
 Display: 4x7 Seg-Display     
 Front panel switch Standby-, 4 Navigation- , OK –button

System MPEG2 / MPEG 4  processor STi7101   (ST Microelectronic)   
 RAM - CPU 128 MB, DDRRAM, RAM - Video 64 MB, DDRRAM  
 Flash 16 MB Secure Flash, NOR EEPROM 32 Kbit, NVM
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